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THE JOYCE-CRIDLAND COMPANY. 


THE JOYCE-CRIDLAND COMPANY 


QUALITY 



FIRST 


Established 1873 


Main Office and Works 

DAYTON, OHIO 


Sole Manufacturers of the 

“J-C" Plain and Full Automatic Lever Jacks 
“J-C" Full Automatic Geared Ratchet Jacks 
“J-C” Roller Bearing Geared Screw Jacks 
“J-C” Outside and Inside Pump Hydraulic Jacks 


“J-C” Timbering Jack 

This is a plain lever jack, 
specially designed for raising 
roof timbers in tunnels and 
mines. Two jacks are used at 
once, one being placed under 
each end of the timber to be 
raised. The jacks are then run 
up until the timber is in posi¬ 
tion, when uprights can be in¬ 
serted and the jacks removed 
ready for the next timber. The 
frames, pawl and socket lever 
are made of the best grade 
malleable iron, the racks and 
pinion are of high carbon steel, 
having teeth carefully milled 
from the solid bar. 




“J-C” Plain Lever Jacks 
This is the original “J-C” 

Plain Lever Jack and all patents 
pertaining thereto are owned by 
this company, none genuine un¬ 
less they bear the full name of 
the “J-C” Company cast in 
frame. Nos. 2 and 4 are especi¬ 
ally popular with the mines for 
adjusting cutting machines, also 
track and motor work. The con¬ 
struction is very simple, con¬ 
sisting of three operating parts 
—the machine cut steel rack, 
chrome nickel steel lever pinion 
and pawl. The jack may be 
lowered notch by notch when no. 4 
under load or may be dropped 
instantly when free. There are no parts to rust 
out or to get clogged with fine rock, grit or dirt, 
and are always ready for service. 


DIMENSIONS AND PRICE LIST 


Height when down.44 inches 

Rise of Bar.35 inches 

Size of Bar, square.1 *4 inches 

Weight of Jack.60 pounds 

Capacity . 4 tons 

Price . 120.00 

Code Word .Kopfgicht 


Extra run, per inch, 10 cents. 





“J-C” Hydraulic Jacks 

These jacks are suitable for 
lifting and moving heavy ma¬ 
chines, locomotives, etc., it be¬ 
ing possible for one man to lift 
a load of 200 tons with ease. 
They have a quick-speeding 
device or a double pump ar¬ 
rangement, making it possible 
to quickly run them up to load. 
They are also provided with a 
quick release so that the load 
can be dropped instantly if de¬ 
sired. They can be had with 
or without ground lift claw, 
and with any length of run in 
sizes up to 200 tons. 


Jack 

Height 1 

Rise | 

Size 

| Weight 1 

Capacity) 


No. 

| Inchest] 

Inches 

| of Bar 

I Pounds] 

| Tons 1 

Price 

2a 

1 11 

10 

1 1*4 

I 28 

1 2 1 

$10.00 

4 1 

1 22^ 1 

14 

1 

1 40 | 
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“J-C” Full Automatic Jacks 
For all around lifting pur¬ 
poses. These jacks are full 
automatic in both raising and 
lowering position—single act¬ 
ing—raising only on the downward 
stroke of lever. For simplicity, 
strength and quick, easy operation 
they have no equal. 
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DIMENSIONS AND PRICE LIST 
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